
 

 

 

 

 

 

 

 

Product Technical Data Sheet 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

PT. AGARINDO BIOLOGICAL CO. 

Laminar Air Flow 

 

Technical Data Sheet 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Laminar air Flow : ABL-LAF90  

  

• Bahan Cabinets : BBMin 18 mm,  Finishing HPL Sit 

• Dimensi Luar : 900 x 1400 x 750 mm  (P x T x L)    

• Dimensi Dalam : 840 x 1400 x 750 mm  (P x T x L)    

• Ruang Kerja : 840 x 700 x 600 mm  (P x T x L)    

• Meja Kerja : Stainless Steel SUS 304 

• Lampu Penerangan : LED Watt 9 Watt, 220 Volt AC 
  900 Lumens, Temperature Cool DayLight, sudut 2700 

• Ultra Violet Lamp : 10 Watt, 220 Volt 
   Lama Pemakaian 2000 Jam 

• Front control panel : Switch On/Off (Blower, LampU LED , Lampu Ultra Violet ) 

• HEPA Filter : Efficiency of 99.999 % @0,3um 
  Pressure Drop @ 0.45m/s, <105Pa 
  Diagonal Dimension (+ 1.0 mm 

• Pre Filter Inside : 0 -0,80 m/s ( Dimension ;  340 x 320 mm ) 

• Blower : Tidak Mendengung ( Kebisingan < 60 db ) 
  Fan Impellers Sirroco 
 220 Volt 0.3 Amp 

• Sound Pressure Level : Low Noise < 60 dB 

• Power : 250 VA, 220 Volt, 1Pase 

• Pintu Depan : Kaca 5 mm ( Sliding Balance, Naik – Turun ) 

 

 



Laminar air Flow: : ABL-LAF100 

  

• Bahan Cabinets : BBMin -Finishing HPL Sit 

• Dimensi Luar : 1000 x 1400 x 750 mm  (P x T x L)    

• Dimensi Dalam : 960 x 1400 x 750 mm  (P x T x L)    

• Ruang Kerja : 960 x 700 x 600 mm  (P x T x L)    

• Meja Kerja : Stainless Steel SUS 304 

• Lampu Penerangan : LED 18 Watt, 220 Volt AC 
  900 Lumens, Temperature Cool DayLight, sudut 2700 

• Ultra Violet Lamp : 20 Watt, 220 Volt 
  Lama Pemakaian 2000 Jam 

• Front control panel : Switch On/Off (Blower, LampU LED , Lampu Ultra Violet ) 

• HEPA Filter : Efficiency of 99.999 % @0,3um 
  Pressure Drop @ 0.45m/s, <105Pa 
  Diagonal Dimension (+ 1.0 mm ) 

• Pre Filter Inside : 0 -0,8 0 m/s ( Dimension ;  340 x 320 mm ) 

• Blower : Tidak Mendengung ( Kebisingan < 60 db ) 
  Fan Impellers Sirroco 
 220 Volt 0.3 Amp 

• Sound Pressure Level : Low Nois < 60 dB 

• Power : 250 VA, 220 Volt, 1Pase 

• Pintu Depan : Kaca 5 mm ( Sliding Balance, Naik – Turun ) 

 

 

Laminar air Flow : ABL-LAF120 

  

1. Bahan Cabinets : BBMin -Finishing HPL Sit 

2. Dimensi Luar : 1200 x 1400 x 750 mm  (P x T x L)    

3. Dimensi Dalam : 1160 x 1400 x 750 mm  (P x T x L)    

4. Ruang Kerja : 1160 x 700 x 600 mm  (P x T x L)    

5. Meja Kerja : Stainless Steel SUS 304: 

6. Lampu Penerangan : LED 18 Watt, 220 Volt AC 
 1000 Lumens, Temperature Coll DayLight, sudut 2700 

7. Ultra Violet Lamp : 30 Watt, 220 Volt 
  Lama Pemakaian 3000 Jam 

8. Front control panel : Switch On/Off (Blower, LampU LED , Lampu Ultra Violet ) 

9. HEPA Filter : Efficiency of 99.999 % @0,3um 
  Pressure Drop @ 0.45m/s, <105Pa 
  Diagonal Dimension (+ 1.0 mm) 

10. Pre Filter Inside : 0 -0,8 0 m/s ( Dimension ;  340 x 320 mm ) 

11. Blower : Tidak Mendengung ( Kebisingan < 60 db ) 
  Fan Impellers Sirroco 
 220 Volt 0.3 Amp 

12. Sound Pressure Level : Low Nois < 60 dB 

13. Power : 330 VA, 220 Volt, 1Pase 

14. Pintu Depan : Kaca 5 mm ( Sliding Balance, Naik – Turun ) 

 
 
 
 
 
 
 



 
PT. AGARINDO BIOLOGICAL CO. 

Bio-Safety Cabinet Class II  

 

Technical Data Sheet 

 

Bio Safety Cabinet : ABL-BSC 90  
  

• Bahan Cabinets : BBMin , Fishing HPL Sit 

• Dimensi Luar : 900 x 1400 x 750 mm  (P x T x L)    

• Dimensi Dalam : 800 x 1400 x 750 mm  (P x T x L)    

• Ruang Kerja : 800 x 700 x 600 mm  (P x T x L)    

• Meja Kerja : Stainless Steel SUS 304 

• Output Fentalasi  : Aluminium 2x800mm, 2x600mm 

• Lampu Penerangan : LED Watt 9 Watt, 220 Volt AC 
  900 Lumen, Temperature Cool Day Light, sudut 2700 

• Ultra Violet Lamp : TL 10 Watt, 220 Volt 
   Lama pemakaian 2000 Jam 

• Front control panel : Switch On/Off (Blower, LampU LED , Lampu Ultra Violet ) 

• HEPA Filter : Efficiency of 99.999 % @0,3um 
  Pressure Drop @ 0.45m/s, <105Pa 
  Diagonal Dimension (+ 1.0 mm 

• Pre Filter Inside : 0 -0,80 m/s ( Dimension ;  340 x 320 mm ) 

• Ducting : 6 inci 

• Blower : Tidak Mendengung ( Kebisingan < 60 db ) 
  Fan Impellers Sirroco 
 220 Volt 0.3 Amp 

• Sound Pressure Level : Low Noise < 60 dB 

• Power : 20 VA, 220 Volt, 1Pase 

• Pintu Depan : Kaca 5 mm ( Sliding Balance, Naik – Turun ) 

 

 

 

 

 

 

 

 

 

 

 



 
PT. AGARINDO BIOLOGICAL CO. 

Bio-Safety Cabinet Class II 

 

Technical Data Sheet 

 

Bio Safety Cabinet : ABL-BSC 100  

  

• Bahan Cabinets : BBMin 18 mm,  Fishing HPL Sit 

• Dimensi Luar : 1000 x 1400 x 750 mm  (P x T x L)    

• Dimensi Dalam : 900 x 1400 x 750 mm  (P x T x L)    

• Ruang Kerja : 900 x 700 x 600 mm  (P x T x L)    

• Meja Kerja : Stainless Steel SUS 304: 

• Output Fantalasi  : Aluminium 2x800mm, 2x600mm 

• Lampu Penerangan : LED 9 Watt, 220 Volt AC 
  900 Lumen, Temperature Cool Day Light, sudut 2700 

• Ultra Violet Lamp : TL 20 Watt, 220 Volt 
   Lama pemakaian 2000 Jam 

• Front control panel : Switch On/Off (Blower, Lampu LED , Lampu Ultra Violet ) 

• HEPA Filter : Efficiency of 99.999 % @0,3um 
  Pressure Drop @ 0.45m/s, <105Pa 
  Diagonal Dimension (+ 1.0 mm ) 

• Pre Filter Inside : 0 -0,8 0 m/s ( Dimension ;  340 x 320 mm ) 

• Ducting : 6 inci 

• Blower : Tidak Mendengung ( Kebisingan < 60 db ) 
  Fan Impellers Sirroco 
 220 Volt 0.3 Amp 

• Sound Pressure Level : Low Noise < 60 dB 

• Power : 250 VA, 220 Volt, 1Pase 

• Pintu Depan : Kaca 5 mm ( Sliding Balance, Naik – Turun ) 

 

 

 

 

 

 

 



 
PT. AGARINDO BIOLOGICAL CO. 

Bio-Safety Cabinet Class II 

 

Technical Data Sheet 

 

 

Bio Safety Cabinet : ABL-BSC 120  

  

1. Bahan Cabinets : BBMin 18 mm,  Fishing HPL Sit 

2. Dimensi Luar : 1200 x 1400 x 750 mm  (P x T x L)    

3. Dimensi Dalam : 1100 x 1400 x 750 mm  (P x T x L)    

4. Ruang Kerja : 1100 x 700 x 600 mm  (P x T x L)    

5. Meja Kerja : Stainless Steel SUS 304: 

6. Output Fantalasi  : Aluminium 2x800mm, 2x600mm 

7. Lampu Penerangan : LED Watt 18 Watt, 220 Volt AC 
 1000 Lumens, Temperature Cool Day Light, sudut 2700 

8. Ultra Violet Lamp : 30 Watt, 220 Volt 
  Efektif pemakaian 3000 Jam 

9. Front Control panel : Switch On/Off (Blower, Lampu LED , Lampu Ultra Violet ) 

10. HEPA Filter : Efficiency of 99.999 % @0,3um 
  Pressure Drop @ 0.45m/s, <105Pa 
  Diagonal Dimension (+ 1.0 mm) 

11. Pre Filter Inside : 0 -0,8 0 m/s ( Dimension ;  340 x 320 mm ) 

12. Ducting : 6 inci 

13. Blower : Tidak Mendengung ( Kebisingan < 60 db ) 
  Fan Impellers Sirroco 
 220 Volt 0.3 Amp 

14. Sound Pressure Level : Low Noise < 60 dB 

15. Power : 330 VA, 220 Volt, 1Pase 

16. Pintu Depan : Kaca 5 mm ( Sliding Balance, Naik – Turun ) 

 

 

 

 

 

 



 
PT. AGARINDO BIOLOGICAL CO. 

Bio-Safety Cabinet Class II 

 

Technical Data Sheet 

 

 

 

 



 

PT. AGARINDO BIOLOGICAL CO. 

Fume Hood – Lemari Asam 

 

Technical Data Sheet 

  

Fume Hood – Lemari Asam  

 

Keterangan ABL-FH90 ABL-FH100 ABL-FH120 

  

• Bahan Cabinets 
: BBMIn, Finishing 

HPL sit 
: BBMIn, Finishing   

HPL sit 
: BBMIn, Finishing 

HPL sit 

• Dimensi Luar 
: P900 x T1400 x L750 

mm 
: P1000 x T1400 x 

L750mm 
: P120 x T 400 x L750 

mm 

• Dimensi Dalam 
: 840 x 1400 x 750 

mm 
: 960 x 1400 x 750  

mm 
: 1160 x 1400 x 750 

mm 

• Ruang Kerja 
: 840 x 700 x 600   

mm 
: 960 x 700 x 600     

mm 
: 1160 x 700 x 600 

mm 

• Meja Kerja 
: Stainless Steel SUS 

304 
: Stainless Steel SUS 

304 
: Stainless Steel SUS 

304 

• Lampu 
Penerangan 
Temperature Coll 
DayLight, 2700 

: LED Watt 9 Watt, 
220 Volt AC900 

Lumens, 
 

: LED Watt 9 Watt, 
220 Volt AC900 

Lumens, 
 

: LED Watt 18 Watt, 
220 Volt AC900 

Lumens, 
 

• Front control 
panel : Switch On/Off : Switch On/Off : Switch On/Off 

• Blower  Centrifugal 
 Acid Proof 

 Impellers Sirroco 
 220 Volt 0.25 HP 

 Kapasitas 30 m3 / mt 
 Daya Hisap /Dorong 

12 mtr 
 ST Press 
 RPM 2850 

 Ducting 8 inci 

 Centrifugal 
 Acid Proof 

 Impellers Sirroco 
 220 Volt 0.25 HP 

 Kapasitas 30 m3 / mt 
 Daya Hisap /Dorong 

12 mtr 
 ST Press 
 RPM 2850 

 Ducting 8 inci 

 Centrifugal 
 Acid Proof 

 Impellers Sirroco 
 220 Volt 0.50 HP 

 Kapasitas 30 m3 / mt 
 Daya Hisap /Dorong 

12 mtr 
 ST Press 
 RPM 2850 

 Ducting 8 inci 

• Power 
: 550 VA, 220 Volt, 

1Pase) 
: 550 VA, 220 Volt, 

1Pase) 
: 850 VA, 220 Volt, 

1Pase) 

• Pintu Depan : Kaca 5 mm 
( Sliding )  Naik Turun) 

: Kaca 5 mm 
( Sliding )  Naik Turun) 

: Kaca 5 mm 
( Sliding ) Naik Turun) 
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PT. AGARINDO BIOLOGICAL CO. 

Fume Hood – Lemari Asam 

 

Technical Data Sheet 

 
 

                                        
 
 
Optional - Scrubber 
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